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Before Using 

 Technology 

 USB Video source 

 Please connect an Aver USBCAM to the PC via USB. 

 Using IP commands to control camera 

 Please connect the Aver USBCAM to Ethernet. 

 Before installing the plug-in, please set up an account and password 

on the camera’s web page. 

 Make sure the PC and the camera are on the same subnetwork. 
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 Step 1: Launch the OBS software. 

 Select View->Docks->Custom Browser Docks. 



4 

SOP 
 

 Step 2: Download the plug-in file from the AVer web page and save the folder 

on your PC. 
 Available for both Windows and Mac PCs. 
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 Step 3: Launch the OBS software. 

 Select View->Docks->Custom Browser Docks. 

 Copy the folder path URL->Apply. 

Copy the folder path here and 

then key in “\Aver_Plugin.html” 

after the path. 

Key in your preferred name. 
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 Step 4: Key in the camera’s IP/account/password to log in. 

 Use the account/password from the camera’s web page. 
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 Step 5: Move the plug-in to the top right corner for a better layout. 
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 Step 6: After logging in, you can use the control panel to control the Aver 

USBCAM. 
• Set preset: Click the Set button, and then 

click the number key to set a preset point. 

• Load preset: Click the Load button, and 

then click the corresponding number key to 

load a preset point. 

• SmartFrame:  

 Manual framing: Click the 

SmartFrame button and select 

“Manual Frame” to activate a one-

time frame.  

 Auto framing: Click the SmartFrame 

button and select “Auto Frame” to 

enable auto framing. 



THANK YOU 


